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Specification HT-4612HX-E HT-4612X

Processor Intel Pentium Dual Core 2.3 GHz / 1 MB Cache CPU or Your Success is Our Vision
Intel Core 2 Duo 2.26 ~ 2.53 GHz / 3 ~ 6 MB Cache CPU

System Memory DDR3 1066 MHz, SO-DIMM socket x 2, max 8 GB, default 1 GB
Storage Device 2.5" SATA HDD or SSD Kit (Optional)
Power Supply 12V DC power adaptor, 80W
Audio Line out/ Mic in, 1 W speaker (Optional)
OS support Win 7 / Win XP Pro / POSReady 7 / POSReady 2009 / Linux
Color Ivory white or Black
LCD 12" TFT LCD, 1024 x 768 resolution

. Resistive, 5-wire,
Touch Function USB interface N/A
Brightness Control By rotary dial

Tilt Adjustment From 40° to 75° I I I - 4 6 O O E

Connectivity

CF Card Slot N/A
o 10/ 000N Napredan kompaktan POS terminal
Serial Port DB9 x 4,with 5V / 12V support on COM1 / COM2 / COM3 COM4
PS/2 Keyboard Yes
PS/2 Mouse Yes
Extension Slot PCl slot x 1, for half length PCI card
UPS Port N/A
Standard USB Port 6
VGA Port D-SUB 15 pins, with 12V power for Posiflex LCD monitor
CR Port 1, control 2 CR
([\),ivmfgsi(oﬂ in mm) 205 X 264 X 341
Weight (N. W. in kg) 5.6 5.3
Operation Condition 0°C - 40°C, 20%RH - 90%RH (Equipped with HDD) ; 0°C - 50°C, 20%RH - 90%RH (Equipped with SSD)
Storage Condition (-20°C) - 70°C, 10%RH - 90%RH
Options
SSD 8 GB minimum
CF Card N/A
2nd HDD Yes
RAID Function Support RAID 1 (Disk mirroring)
PU-430 Powered USB board, 24V X1 port, upgraded adaptor to 150W (PU-430 and HT-022 can't coexist)
HT-022 COMS5/COMS6 adaptor board, with 5V support (PU-430 and HT-022 can't coexist)
UPS Battery N/A
2nd LCD Dispaly 10.4" LM-2010, 12" LM-7112, 12" touch TM-7112
PD-307 / PD-307U 2 x 20 LCD, default 200 mm pole
PD-2601 / PD-2601U 2 x 20 VFD, default 200 mm pole == i
PD-76X1 240 x 64 dots graphics LCD, default 200 mm pole e i
PD-7321 160 x 32 dots graphics LCD, default 200 mm pole ::":::E L = o, -
SD-366 3 tracks or JIS-I, optional fingerprint sensor TRRE = = = = = = -
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Serija HT-4600E

Posiflex predstavlja seriju HT-4600E, poboljSan kompaktan POS terminal.

Serija HT-4600E pokazuje izvrsnu izvedbu kod intenzivnog rada, a u tome joj pomaze CPU najviSe kvalitete
i sigurnosna kopija podataka RAID 1. Serija HT-4600E sadrzi Intel Core 2 Duo 2,53 GHz, 12-in¢ni LCD
zaslon osjetljiv na dodir, a podrzava i raznolike periferne opcije poput Citata magnetskih kartica, zaslona za
kupca, programabilne tipkovnice i CitaCa kartica te Sirok raspon povezivosti koji omogucuje brojne oblike
primjene. PristupaCnost ove serije o€ituje se u polugama za podeSavanje vertikalnog kuta zaslona i u USB

priklju€cima s napajanjem za primjenjive periferne uredaje.

S 3009v-1H 35 7a/50a

Sollo

Zahvaljujuci svojim malim dimenzijama serija HT-4600E . .
prikladna je za blagajne s ograni¢enim prostorom. Kljucne Znacaj ke

» otporni zaslon osjetljiv na dodir (opcija)

» 12-in¢ni LCD ekran rezolucije 1024 x 768

» Kkoristi maksimalno Intel Core 2 Duo 2,53 GHz (opcija) i DDR3

» HDD ili SSD (opcija) uredaj za pohranjivanje

» RAID 1 (zrcaljenje diska) kao sigurnosna kopija za vazne podatke (opcija)

» dva USB priklju¢ka s napajanjem (12 odnosno 24 V) za primjenjive periferne uredaje (opcija)

» ploCa za proSirenje priklju¢ka za komunikaciju koja omogucuje do Sest serijskih priklju¢aka za raznovrsnu primjenu
» vertikalno podeSavanje LCD ekrana od 40 do 75 stupnjeva

» horizontalno podeSavanje LCD ekrana od 0 do 16 stupnjeva

» straznja zastita za kabel radi sigurnosti i urednosti.
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s/drugim LCD zaslonom

poluga za podeSavanje
horizontalnog kuta LCD
zaslona od 0 do 16 stupnjeva

s Citatem magnetskih kartica,
s CitaCem otisaka prstijui s
programabilnom tipkovnicom

straznja zastita za kabel
radi sigurnosti i urednosti

poluga za podeSavanje
vertikalnog kuta zaslona
od 40 do 75 stupnjeva

tanak POS box

sa zaslonom za kupca
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